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6GR100 R 1 0.2 1.5 5.6 2.34 4.76 6.44 2.3

6GL100 L 1 0.2 1.5 5.6 2.34 4.76 6.44 2.3

6GR150 R 1.5 0.2 1.5 5.6 2.34 4.76 6.44 2.3

6GL150 L 1.5 0.2 1.5 5.6 2.34 4.76 6.44 2.3

6GR200 R 2 0.2 1.5 5.6 2.34 4.76 6.44 2.3

6GL200 L 2 0.2 1.5 5.6 2.34 4.76 6.44 2.3

7GR100 R 1 0.2 1.5 5.6 3.08 5.56 7.36 2.58

7GR150 R 1.5 0.2 1.5 5.6 3.08 5.56 7.36 2.58

7GR200 R 2 0.2 1.5 5.6 3.08 5.56 7.36 2.58

7GL200 L 2 0.2 1.5 5.6 3.08 5.56 7.36 2.58

8GR150 R 1.5 0.2 2 6.2 3.87 5.56 10.16 2.58

8GR200 R 2 0.2 2 6.2 3.87 5.56 10.16 2.58

8GL200 L 2 0.2 2 6.2 3.87 5.56 10.16 2.58

8GR250 R 2.5 0.2 2 6.2 3.87 5.56 10.16 2.58

8GL250 L 2.5 0.2 2 6.2 3.87 5.56 10.16 2.58

8GR300 R 3 0.2 2 6.2 3.87 5.56 10.16 2.58

8GL300 L 3 0.2 2 6.2 3.87 5.56 10.16 2.58

8GR350 R 3.5 0.2 2 6.2 3.87 5.56 10.16 2.58

9GR150 R 1.5 0.2 2 7.7 4.66 6.35 12.95 2.86

9GL150 L 1.5 0.2 2 7.7 4.66 6.35 12.95 2.86

9GR200 R 2 0.2 3 7.7 4.66 6.35 12.95 2.86

9GL200 L 2 0.2 3 7.7 4.66 6.35 12.95 2.86

9GR250 R 2.5 0.2 3 7.7 4.66 6.35 12.95 2.86

9GL250 L 2.5 0.2 3 7.7 4.66 6.35 12.95 2.86

9GR300 R 3 0.2 3 7.7 4.66 6.35 12.95 2.86

9GL300 L 3 0.2 3 7.7 4.66 6.35 12.95 2.86

9GR350 R 3.5 0.2 3 7.7 4.66 6.35 12.95 2.86

9GL350 L 3.5 0.2 3 7.7 4.66 6.35 12.95 2.86

15GR200 R 2 0.2 3 10.8 5.1 9.2 20.8 4.8

15GR250 R 2.5 0.2 3 10.8 5.1 9.2 20.8 4.8

15GR300 R 3 0.2 3 10.8 5.1 9.2 20.8 4.8

15GL300 L 3 0.2 3 10.8 5.1 9.2 20.8 4.8

15GR350 R 3.5 0.2 3 10.8 5.1 9.2 20.8 4.8

15GR400 R 4 0.2 4 10.8 5.1 9.2 20.8 4.8

15GR450 R 4.5 0.2 4 10.8 5.1 9.2 20.8 4.8

15GL450 L 4.5 0.2 4 10.8 5.1 9.2 20.8 4.8

15GR500 R 5 0.2 5 10.8 5.1 9.2 20.8 4.8
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Others

INSERT

Right hand (R) shown.

Note: Use right-hand holder (□NGR ～) with right-hand insert (□GR ～); and left-hand holder (□NGL ～) with left-hand insert (□GL ～).

Steel

Stainless

Cast iron

Non-ferrous

Superalloys

Hard materials

Designation

: Line up

 : First choice

 : Second choice

Coated Uncoated

Toolholders → F127, Standard cutting conditions → F129Reference pages:


