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TCP18R033-005 R 0.33 0.05 0.8 4

TCP18L033-005 L 0.33 0.05 0.8 4

TCP18R043-005 R 0.43 0.05 1.2 4

TCP18L043-005 L 0.43 0.05 1.2 4

TCP18R050-005 R 0.50 0.05 1.2 4

TCP18L050-005 L 0.50 0.05 1.2 4

TCP18R075-005 R 0.75 0.05 2 4

TCP18L075-005 L 0.75 0.05 2 4

TCP18R095-005 R 0.95 0.05 2 4

TCP18L095-005 L 0.95 0.05 2 4

TCP18R100-010 R 1 0.1 2 4

TCP18L100-010 L 1 0.1 2 4

TCP18R120-010 R 1.2 0.1 2 4

TCP18L120-010 L 1.2 0.1 2 4

TCP18R125-010 R 1.25 0.1 2 4

TCP18L125-010 L 1.25 0.1 2 4

TCP18R140-010-35 R 1.4 0.1 3.5 4

TCP18L140-010-35 L 1.4 0.1 3.5 4

TCP18R145-010 R 1.45 0.1 2 4

TCP18L145-010 L 1.45 0.1 2 4

TCP18R145-010-35 R 1.45 0.1 3.5 4

TCP18L145-010-35 L 1.45 0.1 3.5 4

TCP18R150-010 R 1.5 0.1 2 4

TCP18L150-010 L 1.5 0.1 2 4

TCP18R150-010-35 R 1.5 0.1 3.5 4

TCP18L150-010-35 L 1.5 0.1 3.5 4

TCP18R175-010 R 1.75 0.1 2 4

TCP18L175-010 L 1.75 0.1 2 4

TCP18R175-010-35 R 1.75 0.1 3.5 4

TCP18L175-010-35 L 1.75 0.1 3.5 4

TCP18R200-010 R 2 0.1 2.5 4

TCP18L200-010 L 2 0.1 2.5 4

TCP18R200-010-35 R 2 0.1 3.5 4

TCP18L200-010-35 L 2 0.1 3.5 4

TCP18R250-010 R 2.5 0.1 2.5 4

TCP18L250-010 L 2.5 0.1 2.5 4

TCP18R250-010-35 R 2.5 0.1 3.5 4

TCP18L250-010-35 L 2.5 0.1 3.5 4

TCP18R300-010 R 3 0.1 2.5 4

TCP18L300-010 L 3 0.1 2.5 4

TCP18R300-010-35 R 3 0.1 3.5 4

TCP18L300-010-35 L 3 0.1 3.5 4
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TCP18R/L ( l ight ly honed edge)

Steel

Stainless

Cast iron

Non-ferrous

Superalloys

Hard materials

Designation

Coated

 : First choice

 : Second choice

5 pieces per package

 : Line up

Please see the page F045 for precautions of processing. 

Toolholders → F035 - F039, Standard cutting conditions → F045Reference pages:
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TCP18R033F-005 R 0.33 0.05 0.8 4

TCP18L033F-005 L 0.33 0.05 0.8 4

TCP18R043F-005 R 0.43 0.05 1.2 4

TCP18L043F-005 L 0.43 0.05 1.2 4

TCP18R050F-005 R 0.5 0.05 1.2 4

TCP18L050F-005 L 0.5 0.05 1.2 4

TCP18R075F-005 R 0.75 0.05 2 4

TCP18L075F-005 L 0.75 0.05 2 4

TCP18R095F-005 R 0.95 0.05 2 4

TCP18L095F-005 L 0.95 0.05 2 4

TCP18R100F-005 R 1 0.05 2 4

TCP18R100F-010 R 1 0.1 2 4

TCP18L100F-010 L 1 0.1 2 4

TCP18R120F-005 R 1.2 0.05 2 4

TCP18R120F-010 R 1.2 0.1 2 4

TCP18L120F-010 L 1.2 0.1 2 4

TCP18R125F-005 R 1.25 0.05 2 4

TCP18R125F-010 R 1.25 0.1 2 4

TCP18L125F-010 L 1.25 0.1 2 4

TCP18R140F-010-35 R 1.4 0.1 3.5 4

TCP18R145F-005-35 R 1.45 0.05 3.5 4

TCP18R145F-010 R 1.45 0.1 2 4

TCP18L145F-010 L 1.45 0.1 2 4

TCP18R145F-010-35 R 1.45 0.1 3.5 4

TCP18L145F-010-35 L 1.45 0.1 3.5 4

TCP18R150F-005-35 R 1.5 0.05 3.5 4

TCP18R150F-010 R 1.5 0.1 2 4

TCP18L150F-010 L 1.5 0.1 2 4

TCP18R150F-010-35 R 1.5 0.1 3.5 4

TCP18L150F-010-35 L 1.5 0.1 3.5 4

TCP18R175F-005-35 R 1.75 0.05 3.5 4

TCP18R175F-010 R 1.75 0.1 2 4

TCP18L175F-010 L 1.75 0.1 2 4

TCP18R175F-010-35 R 1.75 0.1 3.5 4

TCP18L175F-010-35 L 1.75 0.1 3.5 4

TCP18R200F-005-35 R 2 0.05 3.5 4

TCP18R200F-010 R 2 0.1 2.5 4

TCP18L200F-010 L 2 0.1 2.5 4

TCP18R200F-010-35 R 2 0.1 3.5 4

TCP18L200F-010-35 L 2 0.1 3.5 4

TCP18R250F-010 R 2.5 0.1 2.5 4

TCP18L250F-010 L 2.5 0.1 2.5 4

TCP18R250F-010-35 R 2.5 0.1 3.5 4

TCP18L250F-010-35 L 2.5 0.1 3.5 4

TCP18R300F-010 R 3 0.1 2.5 4

TCP18L300F-010 L 3 0.1 2.5 4

TCP18R300F-010-35 R 3 0.1 3.5 4

TCP18L300F-010-35 L 3 0.1 3.5 4

External

Internal

Face

Parting

Others

Steel

Stainless

Cast iron

Non-ferrous

Superalloys

Hard materials

TCP18R/L-F (sharp edge)

INSERT

5 pieces per package

 : Line up

Toolholders → F035 - F039, Standard cutting conditions → F045Reference pages:

 : First choice

 : Second choice

Designation

Coated

Please see the page F045 for precautions of processing. 


